ENGEL – NEW VERSION 3.9

NEW VERSION SET-UP PROCESS
THIS MANUAL CONTAINS ALL THE INSTRUCTIONS TO UP-DATE THE ENGEL DIGITAL RECEIVERS :

ES-1500 – ES-1501 ( DIGITAL FREE TO AIR + POSITIONER ) USE  FILE “FTA”
ES-2000 – ES-2001 ( DIGITAL + ANALOG + POSITIONER ) USE  FILE “FTA”
ES-2100 – ES-2101 ( DIGITAL COMMON INTERFACE + POSITIONER) USE FILE “CI”
ES-3000 – ES-3001 ( DIGITAL COMMON INTERFACE+ ANALOG + POSITIONER) USE FILE “CI”
Necessary material

· 1 CABLE  RS-232 WITH  2 FEMALE CONNECTORS  WITH 9 PINS CONNECTED AS FOLLOWS : 
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       PIN   5               CONNECTED WITH                    PIN   5




       PIN   2               CONNECTED WITH                    PIN   3 

       PIN   3 
  CONNECTED WITH                    PIN   2

· PC MINIMUM 386 WITH MINIMUM 16 MB RAM MEMORY WITH  WINDOWS 95/98

Necessary  programmes

· FILE FTA.ZIP

· FILE CI.ZIP

· PROGRAMME WINZIP

PROCEDURE
· 1º-  CREATE A MS-DOS WINDOWS – GO TO THE MAIN MENU OF PC SOFTWARE  < C:\  > 

CREATE A DIRECTORY FOR EACH VERSION :  FTA  AND  CI  ( TYPE < MD FTA  > AND 

< MD CI> )

· 2º-  GO TO  “FTA” DIRECTORY( TYPE  < CD FTA > ) AND COPY THE ENCLOSED FILE FTA.ZIP.

REPEAT THIS PROCESS WITH CI  DIRECTORY ( TYPE < CD CI > ) -  COPY THE ENCLOSED FILE CI.ZIP  

· 3º- DECOMPRESS THESE TWO FILES USING WINZIP PROGRAMME. 

IN THE CASE YOU DO NOT HAVE RECORD OF THIS PROGRAMME, WE ALSO INCLUDE ONE WINDOWS VERSION.

ONCE DECOMPRESSED, YOU MUST CHECK THAT THE FOLLOWING 5 FILES APPEAR IN EACH DIRECTORY :  (TYPE “DIR”  FOR EACH CREATED DIRECTORY):    


HOSWT.EXE









ROM.BIN









FONTUPW.EXE



FONT.BIN









UPGRADE.BAT
· 4º- CLOSE THE MS WINDOWS

WITH EXPLORATOR OF WINDOWS, GO TO THE SOFTWARE DIRECTORY FTA OU CI ACCORDING

 TO THE MODEL OF THE RECEIVER

· 5º- BEFORE THE RECEIVER SOFTWARE UP-DATING, YOU MUST RESTORE THE FACTORY ORIGIN VALUES

TO ACHIEVE IT, YOU MUST CONNECT YOUR RECEIVER TO THE TV AND GO TO THE OPTION SET-UP, SELECTION SYSTEM SETTING, CONFIRM   O.K.  

GO TO   DEFAULT SETTINGS AND AGAIN  CONFIRM  O.K. 

FIRST APPEARING MESSAGE: WARNING: THIS WILL RESET ALL SETTINGS TO DEFAULTS VALUE     CONFIRM O.K 

SECOND MESSAGE : ARE YOU SURE YOU WANT TO CONTINUE – ALL STORED 

SETTINGS WILL BE RESET TO DEFAULT VALUES 
CONFIRM O.K 
HOLD A FEW MINUTES (MESSAGE : PLEASE WAIT)

TYPE ONE TOUCH TO RESET THE RECEIVER UNTIL THE LANGUAGE SECTION MENU 

LANGUAGE SECTION 

DISCONNECT THE RECEIVER FROM THE ELECTRIC NETWORK AS WELL AS ALL THE CONNECTORS ( SCART, DISH, ACTUATOR, ETC...). 

THE RECEIVER STILL DISCONNECTED, CONNECT  THE SR232 CABLE,  FROM THE PC TO THE RECEIVER

6º- WITH  EXPLORADOR DE WINDOWS, GO TO THE DIRECTORY (FOR EXAMPLE FTA) WHICH CONTAINS THE SOFTWARE VERSION YOU MUST UP-DATE  (FOR EXAMPLE THE ES-2000 ),  SELECTION OR EXCECUTE THE FILE UPGRADE.BAT WHICH CONTAINS THE DIRECTORY. AUTOMATICALLY, WILL APPEAR A MS DOS WINDOWS IN YOUR SCREEN WITH FOLLOWING MESSAGE :




 






C:\ FTA \ host . exe

Satellite receiver upgrader v0.5                                       TAE YOUNG TELSTAR CO,.LTD.

port: auto

baud rate: 115200









block size : 51200









ready

· 7º: CONNECT YOUR RECEIVER TO THE NETWORK (FIRSTLY WILL EXCECUTE THE PROGRAMME HOSTW.EXE WHICH CANCELS AND UP-DATES THE FLASH OR ROM MEMORY).  IN THE MS-DOS WINDOWS WILL APPEAR THE FOLLOWING MESSAGE:
























start pol ok









               IMR = ??????????



crc = ??????????










BootBlock version  = 0.6









Flash memory manufacture id  : ??????????



Flash memory device id :             ??????????



Flash memory model :                  ??????????







change baudrate 57600 ( 115200








erase flash: ??????????  ...









crc =   ?????????? , blck = 18, len = 51200 : write flash  ??????????…

crc =  ?????????? ,  blck =   0, len = 50476 : write flash  ??????????



change speed ( 57600




















· 8º: FURTHER TO A FEW MINUTES, THE UP DATING-PROGRAMME IS FINISHED, YOUR ROM MEMROY IS NOW UP-DATED. AFTER LINES DISPLAY IN THE SCREEN, THE FOLLOWING MESSAGE WILL APPEAR IN THE MS DOS WINDOWS :


C:\ FTA \ fontupw. exe

Satellite receiver upgrader v0.6                                     TAE YOUNG TELSTAR CO,.LTD.

port: auto

baud rate: 115200








block size : 51200

 _































· 9º: DISCONNECT AGAIN THE RECEIVER FROM THE ELECTRIC NETWORK WITHOUT DISCONNECTING THE CABLE RS-232 BETWEEN BOTH THE PC AND THE RECEIVER.  

NOW THE PROGRAMME CAN START ERASING AND THEN UP-DATES THE BASE SOURCE OF THE 

MEMORY 

· 10º: CONNECT AGAIN THE RECEIVER TO THE NETWORK -  THE SAME MESSAGE  AS FOR

FIGURA 2  WILL APPEAR









· 11º:  FURTHER TO A FEW MINUTES, A MESSAGE SIMILAR TO THE FIGURE 1  WILL APPEAR






· 12º.- IT MEANS THAT THE UP DATING PROCESS IS NOW ACHIEVED.

TO UP-DATE ANOTHER RECEIVER, START THE PROCESS FROM POINT Nº7 

· 13º.- DISCONNECT NOW THE CABLE RS-232 FROM THE RECEIVER AND CONNECT IT TO THE DISH, ACTUATOR, SCART OR VIDEO IF USED. 

RE START THE POINT 5 OF THIS PROCESS TO RESET THE FACTORY VALUES.

· 14º.-  ONCE THESE VALUES RESET, GO TO THE  “SET-UP” MENU SCREEN

CHECK THAT THE  VERSION INDICATION  APPEARING IN THE LEFT DOWNWARD CORNER OF THE SCREEN IS THE V.2.20 (THE OTHER REFERENCES DEPENDS OF THE RECEIVER MODELS)

FIGURE 1





FIGURE 2





FIGURE 3








